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OUR	CONCEPT	
Zero	investment	but	a	direct	profit!*	
RentAlite	uses	a	smart	instant-profit	model	
©**	(purchase	model	also	available)	which	
requires	no	investment,	the	payback	comes	
out	of	the	RentAlite	savings	model,	with	zero	
maintenance	costs	during	the	entire	process.	
	
• Savings	of	65%-85%	on	your	light	energy	

	
• Start	without	an	upfront	investment	

	
• Increase	your	net	profit	significantly	

	
• Receive	LED	lamps	for	free	

	
• We	share	the	savings	

	
• The	rest	of	the	savings	is	immediate	profit	
	
	
	
	
*	Upon	accreditation	of	RentAlite	
**	The	RentAlite	modus	is	registered	at	Hoofsteenge	Wesseling	
Notaries	under	number	38090JH.	

	
	
	

PURCHASE	ALSO	
AVAILABLE	
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Premium	Power	LED	Streetlight	II	
	

The	PPL	streetlight	has	a	powerful	and	bright	light	display.	The	PPL	Streetlight	has	a	perfect	
illumination	for	surfaces	like	roads,	driving	lanes	and	parking	spaces.	The	PPL	streetlight	is	
available	in	a	25W,	35W,	55W,	60,	90,	120,	150,	180	and	200W	version.	The	lamp	is	optional	
dimmable	by	0-5V,	0-10V,	PWM	or	with	a	timer.	The	product	has	 	

	warranty	is	10	years,	for	botht	he	purchase-	as	Rentalite	model.			
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Input	voltage:	100-240V/277V,	50/60Hz	
Energy	consumption:	35W	
Lumen:	4.550	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K	
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	614x224x135mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	

Premium	Power	LED	Streetlight	55	watt	

Input	voltage:	100-240V/277V,	50/60Hz	
Energy	consumption:	55W	
Lumen:	7.150	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K	
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	614x224x135mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Warranty:	10	years	

	
	

Input	voltage:	100-240V/277V,	50/60Hz	
Energy	consumption:	25W	
Lumen:	3.250	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K	
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	614x224x135mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	

Premium	Power	LED	Streetlight	25	watt	

Premium	Power	LED	Streetlight	35	watt	
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Premium	Power	LED	Streetlight	60	watt	

Premium	Power	LED	Streetlight	90	watt	

Premium	Power	LED	Streetlight	120	watt	

Input	voltage:	100-240V/277V,		50/60Hz	
Energy	consumption:	60W	
Lumen:	7.800	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K	
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	726x357x127mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Waranty:	10	years	

Input	voltage:	100-240V/277V,	50/60Hz	
Energy	consumption:	90W	
Lumen:	11.700	
IP66	
IK10	
Kelvin:	4000	-	5000	–	5700K	
Levensduur:	100.000	uur	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	726x357x127mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Warranty:	10	years	

Input	voltage:	100-240V/277V,	50/60Hz	
Energy	consumption:	120W	
Lumen:	15.600	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K		
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	726x357x127mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Warranty:	10	years	
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Premium	Power	LED	Streetlight	150	watt	

Premium	Power	LED	Streetlight	180	watt	

Premium	Power	LED	Streetlight	200	watt	

Input	voltage:	100-240V/277V,		50/60Hz	
Energy	consumption::	150W	
Lumen:	19.500	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K	
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	861x447x153mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Warranty:	10	years	

Input	volatge:	100-240V/277V,	50/60Hz	
Energy	consumption:	180W	
Lumen:	23.400	
IP66	
IK10	
Kelvin:	4000	-	5000	–	5700K	
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	861x447x153mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Warranty:	10	years	

Input	voltage	100-240V/277V,	50/60Hz	
Energy	consumption:	200W	
Lumen:	26.000	
IP66	
IK10	
Kelvin:	4000	–	5000	–	5700K		
Lifespan:	100.000	hours	
Operating	temperature:	-40	tot	+	50	°C	
Power	factor:	>0.95	
Dimensions	(LxWxH):	861x447x153mm	
Suitable	for	mast	top	diameter:	Standard	50	or	60mm,	optional	accessory	60	up	to	78mm	
Warranty:	10	years	
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Flexible	installation	

Suitable	for	mast	top	diameter	

Horizontal	installation:		 	 	 	 	 	 Vertical	installation:	
Adjustable	tilt	angle	0-5-10-15°	 	 	 		 												Adjustable	tilt	angle	0-5-10-15°	

Standard	50	of	60mm	 	 	 	 														Optional	accessory:	60		up	to	78mm	
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Optic	

Lens	code:	Type	1	 	 	 	 	 									Lens	code:	Type	2	 	 	 	

Lens	code:	Type	3	 	 	 	 	 	 	 	 	 	 	
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